
Drawworks:

Auxillary Brake:

Rotary Table:

Traveling Block: 

Mast Design:

Height:

Capacity:

Substructure:

Floor Height:

Clear Height:

Capacities:

DRILLING CONTROL SYSTEM
Driller's Cabin:

Auto Driller:

POWER PACKAGE

Engines:

Generators:

AC/SCR System:

STORAGE CAPACITIES
Drilling Water:

Diesel:

TUBULARS
Drill Pipe:

HWDP:

Drill Collars:

PAD OPTIMUM

TRANSPORT

Walking System:

Estimated Loads:

Top Drive:

Pipe-Handling:

Catwalk:

MUD SYSTEM
Mud Pumps:

Mud Pits:

Solids Control:
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HOISTING & ROTATING EQUIPMENT

MAST & SUBSTRUCTURE

www.sidewinderdrilling.comMARKETING@SIDEWINDERDRILLING.COM
832-329-7676


	Text1: RIG 227
	Text2: owi 1,000 hp dc gear driven, (2) joliet dc traction motors, 1-1/4" drill line
	Text3: water cooled eaton brake
	Text4: pg petro machinery 27-1/2" chain driven, 20,000 ft-lbs max torque
	Text5: artic 250 ton, five (5) 36" sheaves and sealed bearings, 1-1/4" drill line
	Text6: canrig 6027 ac, 275 ton, 600 hp, 30,000 ft-lbs, torque @ 100 rpm continuous
	Text7: canrig tm-80
	Text8: forum 3500 series hydraulic catwalk w/ crawler feet 
	Text9: full circle, cantilever
	Text10: 142'
	Text11: 550,000 static hook load (10 lines)
	Text12: box on box
	Text13: 20'
	Text14: 16'
	Text15: 550k casing / 400k setback
	Text16: 17,500' of 5" drill pipe
	Text17: climate controlled 
	Text18: scr
	Text19: (3) diesel electric land, cat 3512C
	Text20: (3) sr4b 1,750 kva 
	Text21: SCR
	Text22: (2) weatherford mp-16, 1,600 hp
	Text23: 5,000 psi fluid ends
	Text24: 1,080 bbl working capacity
	Text25: 3 compartment, bathtub bottoms
	Text26: 80 bbl trip tank
	Text27: (3) derrick 503 high "g" shakers
	Text28: one (1) 15' x 4' mud gas separator
	Text29: one (1) desander
	Text30: one (1) desilter
	Text31: 
	Text32: 330 bbl water tank
	Text33: 10,000 gallon system
	Text34: 4-1/2" g-105
	Text35: 5" hwdp
	Text36: 6-3/4" and 4-1/2" per availability
	Text37: veristic rig walking system
	Text38: manual and remote controlled
	Text39: 55 (without tubulars and crew quarters)


