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RIG 127

HOISTING & ROTATING EQQUIPMENT

DRAWWORKS:

AMERICAN BLOCK 1,500 HP AC GEAR DRIVEN, (1) MOTOR DUAL SPEED, 1-3/8" DRILL LINE

AUXILLARY BRAKE! pyEUMATIC EATON 338 DDS EMERGENCY AND PARKING BRAKE

ROTARY TABLE:

AMERICAN BLOGK 27-1/2" HYDRAULIC DRIVEN, 10,000 FT-LBS @ 25 RPM, MASTER BUSHING

TRAVELING BLOCK: AMERICAN BLOCK 400 TON, FIVE (5) 42" SHEAVES AND SEALED BEARINGS, 1-3/8" DRILL LINE

ToprP DRIVE:

PIPE-HANDLING: BLOHN & VOSS IRON ROUGHNECK

CATWALK:
MAST & SUBSTRUCTURE

MAST DESIGN: IDE VERTICALLY ERECTING TRIPLE

HEIGHT: 142

CAPACITY: 750,000 STATIC HOOK LOAD (10 LINES)

SUBSTRUCTURE! PARALLELOGRAM SUBSTRUCTURE
1

FLOOR HEIGHT: 25

CLEAR HEIGHT: 21

CAPACITIES! 750K CASING / 450K SETBACK

20,000' oF 5" DRILL PIPE
MUD SYSTEM
MubD PuMPs: (2) WEATHERFORD MP-16, 1,600 HP
7,500 PSI FLUID ENDS
Mub PiTs: 1,000 BBL WORKING CAPACITY
2 TANK SYSTEM, ROUND BOTTOMS
50 BBL TRIP TANK
SoLIDs CoONTROL: (3) DERRICK 513 SERIES SHAKER

ONE (1) 48" X 14' MUD GAS SEPARATOR

ONE (1) DESANDER

ONE (1) DESILTER

CANRIG 1250 ACc, 51,400 FT-LBS OF TORRUE @ 118 RPM CcONTINUOUS 23,700 FT-LBS @ 256 RPM MAX

FORUM 3550 SERIES HYDRAULIC CATWALK W/ HYDRAULIC WINGCH

DRILLING CONTROL SYSTEM

DRILLER'S CABIN: CLIMATE CONTROLLED

AUTO DRILLER: IEC

POWER PACKAGE

ENGINES: (3) cAT 3512C

GENERATORS: (3) KaATO 6P6-3300, 1750 KVA

AC/SCR SYSTEM: AC - IEC 3Xx4

STORAGE CAPACITIES

DRILLING WATER: 450 BBL WATER TANK

DIESEL:

TUBULARS

DRILL PIPE:

15,000 GALLON SYSTEM

5" 19.50# s-135 w/ NC-50 CONNECTIONS
HWDP: 5" HWDP
DRILL COLLARS: 6-1/2" AND 8" PER AVAILABILITY
PAD OPTIMUM

WALKING SYSTEM: DDI SYSTEM (4) VERTICAL LIFT CYLINDERS

X AND Y CAPABILITIES
TRANSPORT

ESTIMATED LOADS: 60 (WITH TUBULARS AND CREW QUARTERS)

MARKETING@SIDEWINDERDRILLING.COM
832-329-7676
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	Text1: RIG 127
	Text2: american block 1,500 hp ac gear driven, (1) motor dual speed, 1-3/8" drill line
	Text3: pneumatic eaton 338 dds emergency and parking brake
	Text4: american block 27-1/2" hydraulic driven, 10,000 ft-lbs @ 25 rpm, master bushing 
	Text5: american block 400 ton, five (5) 42" sheaves and sealed bearings, 1-3/8" drill line
	Text6: canrig 1250 ac, 51,400 ft-lbs of torque @ 118 rpm continuous 23,700 ft-lbs @ 256 rpm max 
	Text7: blohn & voss iron roughneck
	Text8: forum 3550 series hydraulic catwalk w/ hydraulic winch
	Text9: ide vertically erecting triple
	Text10: 142'
	Text11: 750,000 static hook load (10 lines)
	Text12: parallelogram substructure
	Text13: 25'
	Text14: 21'
	Text15: 750k casing / 450k setback
	Text16: 20,000' of 5" drill pipe
	Text17: climate controlled 
	Text18: iec
	Text19: (3) cat 3512C
	Text20: (3) kato 6P6-3300, 1750 KVA
	Text21: ac - iec 3x4
	Text22: (2) weatherford mp-16, 1,600 hp
	Text23: 7,500 psi fluid ends
	Text24: 1,000 bbl working capacity
	Text25: 2 tank system, round bottoms
	Text26: 50 bbl trip tank
	Text27: (3) derrick 513 series shaker
	Text28: one (1) 48" x 14' mud gas separator
	Text29: one (1) desander
	Text30: one (1) desilter
	Text31: 
	Text32: 450 bbl water tank
	Text33: 15,000 gallon system
	Text34: 5" 19.50# s-135 w/ nc-50 connections
	Text35: 5" hwdp
	Text36: 6-1/2" and 8" per availability
	Text37: ddi system (4) vertical lift cylinders 
	Text38: x and y capabilities
	Text39: 60 (with tubulars and crew quarters)


